INTRODUCTION 

Congratulations on your purchase of the NXe 23-398 Universal Camcorder Battery 
and Conditioner. With the included AC Adapter (for use with a standard wall outlet), 
or the 1 2V DC Car Cord, the charger can safely, effectively, and rapidly charge 
camcorder batteries at home or on-the-go. 

Features include: 

• Three-way detection - Negative Delta V, Peak V, and Delta 
Temperature Slope sensing - for a full charge every time. 

• 'Top-off" charge function once full charge is detected 

• Automatic reconditioning 

• Battery status indicators track charge/reconditioning progress 

• Trickle maintenance charge follows fast charge 

• Abnormal battery detection detects faulty battery and halts charging 

• Overcharge protection 

Important : Please read the following instructions before using the charger for 
the first time. 



Parts & Components 

A. Power Input Jack 

B. Battery Status Indicator 

C. Refresh Button 

D. Hitachi®/ RCA®-type Contacts 

E. Sony®/ Sharp®-type Contacts 

F. Panasonid® -type Contacts 

G. Canon®-1ype Contacts 

H. Small Adapter Plate for 
Panasonic®-type Contacts 

I. Large Adapter Plate for 
Sharp® Viewcam Batteries 

J. AC Adapter 

K. 12V DC Car Cord 


Operating Instructions 

Power the charger 

Connect the AC Adapter (J) barrel plug to the Power Input Jack (A). Plug the 
AC Adapter into any standard household outlet. See Figure 2a. 

OR to use in a car: 

Connect the 12V DC Car Cord (K) barrel plug to the Power Input Jack (A). 
Insert the 1 2V DV Car Cord cigarette lighter plug into the cigarette lighter 
socket of the vehicle. See Figure 2b. 





Mount the Battery 

Warning; For use with Nickei Cadmium (Ni-Cd) and Nickel Metai Hydride (Ni-MH) 
batteries ONLY. 

Align the contacts on your battery with the appropriate contacts on the 
charger. Follow the guides on your battery and the charger to slide the battery into 
place in the charging bay. DO NOT force the battery, if it does not easily slide into place, 
re-align the guides and try again. See Figures 3a and 3b for loading typical 6-volt standup- 
and flat-mounting batteries. 




Some Panasonic®-type batteries require use of the Small Adapter Plate (H). To install (see 
Figure 4a), align guides/tabs, slide right and up, and plate will snap firmly in place. 
Installation of the plate automatically switches the charger to 4.8V mode. Install battery as 
shown in Figure 4b. 



All Sharp®- Viewcam batteries (Ni-Cd and Ni-MH) require use of the Large Adapter Plate (I). 
When the Large Adapter Plate is in use, charging voltage is automatically adjusted to the 
required 3.6V. Install as shown in Figures 5a and 5b. 



Fast-Charge Mode 

As soon as the battery is properly connected, fast-charge begins, as indicated by Battery 
Status Indicator (B). See Table 1 . 


Table 1 


Battery Status Indicator LEDs 

Battery Power Status 

RED 

Below 25% charged & first 2 minutes 
of charging 

RED RED 

Below 40% charged 

RED RED Amber 

Below 80% charged 

RED RED Amber Green 

Fuliv charged 


When Charging is complete and the Battery Status Indicator is green, the battery can be 
removed for use; however, it is recommended you leave the battery connected to the 
charger for another 30 minutes, to ensure a full, or "topped off" charge for peak 
performance. The "topping off" process will continue for an hour. After that, the charger 
automatically switches to a small maintenance, or trickle charge to keep the battery in 
peak condition. 







